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1 DOCUMENTS 
1.1 Field units 
Article no. Description Document 
AGS-XXX AGS Sensor AGS-XXX-Description_Eng_091230.pdf 
 AGS Service manual AGS-XXX-ServiceManual_Eng_100215.pdf 
AGS-XP-XXX AGS Tip (spare part) AGS-XP-XXX_Eng_080601.pdf 
 AGS Tip returns AGS-XP-Returnhandling_Eng_071201.pdf 
AGS-SP-IZ-H AGS Holder (spare part) AGS-SP-IZ-H_Eng_080601.pdf 
KB-AGS1R AGS Connection box KB-AGS1R_Eng_091201.pdf 
K-AGS3 AGS Cable K-AGS3_Eng_080401.pdf 
K-TDC25 TDC Cable K-TDC25_Eng_081101.pdf 
K-AGP25 AGS Power cable K-AGP25_Eng_091013.pdf 
K-CAN1P25 AGS Can cable K-CAN1P25_Eng_091013.pdf 

1.2 Cabinet units 
Article no. Description Document 
RMS-RS1  Addendum RMS-RS1-SD-AGS_Add_Eng_100120.pdf 
RMS-RS1 Parameter list RMS-RS1-SD-AGS_Par_Eng_100120.docx 
PPC-84T3 Panel-PC PPC-84Tx-Description_Eng_080626.pdf 
ACM-DM1 AGS Control Module ACM-DM1_Eng_100120.pdf 
DCM-RM1 Disc Clearance Module DCM-RM1_Eng_100120.pdf 
CEC-DM1 Can Ethernet Converter CEC-DM1_Eng_080601.pdf 
PSU-120W-24 Power supply unit PSU-120W-24_Eng_091112.pdf 
K-CANRMS-RSSD Internal CAN cable K-CANRMS-RSSD_Eng091001.pdf 
K-UTP5X3 Ethernet cable K-UTP5X3_Eng_060601.pdf 

1.3 Software 
Article no. Description Document 
 Program manual GmsCeAgs-Manual-SD_Eng_100216.pdf 
 Calibration manual GmsCeAgs-Calibration_Eng_100216.pdf 
 Calibration shortform GmsCeAgs-Calibration_Shortform_Eng_091007.pdf 
  Calibration TDC GmsCeAgs-Calibration-TDC_Eng_100120.pdf 
 Login codes GmsCeAgs-LoginCodes_Eng_100120.pdf 
 Administrator login code GmsCeAgs-AdmLoginCode_Eng_100120.pdf 
 Panel-PC upgrade GmsCeAgs-Upgrade_Eng_100120.pdf 
 
 

2 CONTACT 
Development, production and service: 
 
Dametric AB 
 

Jägerhorns Väg 19, SE-141 75, Kungens Kurva, Sweden 
Phone:  +46-8 556 477 00 Telefax: +46-8 556 477 29 
e-mail: service@dametric.se www.dametric.se 
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